CeLEMATIC
HEAT SHRINKABLE TUBING // THIN WALL //

ASSORTIBOX ET 100

with multifunctional gas tool

TECHNICAL DATA

Technical data tubing: see ET 100.
@ Int. sleeves (mm): from 1,2/0,6 to 19,1/9,5.
Length sleeves (mm): 50/100/200.
Colours sleeves: black, transparent, blue, red, white, green/yellow.
Total: 406 pcs/21.700 mm.
Working temperature: -55°C + 135°C.
Shrinking temperature: > 90°C.
= Flammability rating: self-extinguishing UL 224, 125°C (except transparent).
= Longitudinal change: -5%; +5%.
= Dielectric strength: > 20 kV/mm.
=2 Cadmium free (except transparent).

ASSORTIBOX ET100 - Composition cod.12233001
i JSleeves Length Pcs for box

(mm) (mm) nr.

| 1,2/0,6 50 25
1,2/0,6 50 25

[ | 1,2/0,6 50 25
[ ] 1,2/0,8 50 25
1,2/0,8 50 25

[ | 1,2/0,8 50 25
| 2,4/1,2 50 20
2,4/1,2 50 20

2,4/1,2 50 20

[ ] 3,2/1,6 50 50
| 4,8/2,4 50 40
[ ] 6,4/3,2 50 15
6,4/3,2 50 15

[ ] 9,5/4,7 50 15
[ | 9,5/4,7 50 15
] 9,5/4,7 50 15
[ | 9,5/4,7 50 15
[ ] 12,7/6,4 100 10
[ ] 19,1/9,5 200 6

Note: the multifunctional gas tool (cod.12200011) is included in the box
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